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LEGEND

TK - TRANSITION KERB

HB - HALF BATTERED KERB

BN - BULL NOSED KERB

DK - DROPPER KERB

400x400 TACTILE PAVING (BUFF)

FOOTPATH TO BE REGRADED

PROPOSED FOOTPATH SURFACE

CARRIAGEWAY TO BE RESURFACED

THERMOPLASTIC SURFACING (RED)

CARRIAGEWAY TIE IN (450mm MIN)

EXISTING GULLY LOCATION

PROPOSED GULLY LOCATION

2. FOR KERB AND TIE IN DETAILS REFER TO DRAWING

105 DETAIL 01.

EF - EDGING KERB

TIMBER EDGING

8
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TREE STUMP TO BE REMOVED

REFER TO NOTE 4

REFER TO NOTE 3

3. GRASSED AREA TO BE EXCAVATED BY 160mm AND FILLED

WITH TYPE 1 SUB-BASE (100mm MIN). SURFACE COURSE

TO BE 60mm AC10 CLOSE GRADED ASPHALT CONCRETE

TO CL 912.LAID AND COMPACTED IN TWO 30mm LAYERS.

4. EXISTING CONSTRUCTION TO BE REMOVED. REPLACE

WITH FILL TYPE 1-A AND 100mm MINIMUM TOP SOIL TO BE

SEEDED.

EXISTING FOOTPATH SURFACE TO BE REMOVED
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EXISTING BN KERB

INSTALL ROAD MARKING TO DIAG 1023

SUPPLY AND INSTALL ROAD

MARKINGS TO DIAG 1003A

SUPPLY AND INSTALL ROAD

MARKINGS TO DIAG 1004 (2 MARKS)

SUPPLY AND INSTALL ROAD

MARKINGS TO DIAG 1009A

UTILITY COVER TO BE ADJUSTED

TO SUIT REGRADED FOOTPATH

LEVELS

DIAG 557.1 & 557.4 TO BE

INSTALLED ON EXISTING

LIGHTING COLUMN 88W

Hump 50 yds

Hump 60 yds

DIAG 557.1 & 557.4

TO BE INSTALLED ON

NEW SIGN POST

Hump

 50 yards

DIAG 557.1 & 557.4 TO BE

INSTALLED ON EXISTING

LIGHTING COLUMN XXX

DIAG 557.1 & 557.3

TO BE INSTALLED

ON NEW SIGN POST

Humps for

105 yards

DIAG 557.1 & 557.3 TO BE

INSTALLED ON EXISTING

LIGHTING COLUMN XXX

Humps for

 90 yards
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INSIDE EDGE OF

EXISTING WHITE LINE

EDGE OF CARRIAGEWAY
EDGE OF CARRIAGEWAY
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FRONT FACE OF KERB

EDGE OF CARRIAGEWAY

SINUSOIDAL ROAD HUMP

REFER TO DRAWING 104

DETAILS 03 & 04

SINUSOIDAL ROAD HUMP

REFER TO DRAWING 104

DETAILS 03 & 04

REFER TO DRAWING

103 DETAILS 01 & 02

FOR LONG SECTIONS

REFER TO DRAWING

103 DETAILS 03 & 04
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